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Features

e In high temperature warpage and twist both less than 1.0%

EAZ LR EE A 40~70°C

e High CTI Value (CTI Over 600V need special request)
e Suitable for punching at40~70C

General Properties — {45

PP7F)

Test Item Unit Test Condition Testing Method | Specification Typical Value
MR H HAT REERS AT W77 7% RS AE LAY
Solder Resistance -~ -
R (260C) Sec A JIS C 6481 =10 20~30
Heat Resistance 0 5 No Change No Change
Peel Strength (Copper Foil 35 1t m) A - 1.8~2.1
HOE BB RIE (351 m HTT) e 260°C/10Sec UG = 1.8~2.1
Flexural Strength | Lengthwise Z\[1] =8 14~16
kef/ A IS C 6481
Jeeh o o P Crosswise lE [ | © /mm IS C =8 1314
Volume Resistivity C-96/20/65 5%10° 1.0X102~10"
s e Q-
RS R M | (.96/20/65+C-96/40/90 | 1S € 6431 5x10° 1.0X 10210
Adhesive Side C-96/20/65 1x10" 1.0X10"~10"
Surface Resistivity E ] G C-96/20/65+C-96/40/90 | 1o~ c4e1 1x10° 1.0X10'°~10"
Bk Laminate Side C-96/20/65 1x10° 1.0X10"°~10"
A=) C-96/20/65+C-96/40/90 1x107 1.0X10°~10"
Insulation Resistance 5 C-96/20/65 1IS C 6481 1x10° 1.0x10"~10"
# P C-96/20/65+D-2/100 1x10° 1.0X 10%~10°
3% NaOH 40°C 3min JIS C 6481 No Change No Change
o S LAY 4 " i
Chemical Resistance 3 /f’é“'ﬁ%%” 40°C3 - T, T
Ttk 2k — |Boiled in tr1ch10.r0ethylene N g N i
for 3 min JIS C 6481 TR TR
SR LI 3 oD i v
Moisture Absorption -
Wk % % E-24/50+D-24/23 JIS C 6481 <2 0.8~1.0
Flammability .
B4R A Rating A UL% UL9%4 V-0 V-0
Dielectric Constant (1 MHz) C-96/20/65 JIS C 6481 <5.5 4.0~5.0
AHLHE S (1 MHz) C-96/20/65+D-24/23 <6.0 4555
Dissipation Factor C-96/20/65 JIS C 6481 <0.05 0.025~0.035
A JFHRAFE N T C-96/20/65+D-24/23 <0.1 0.045~0.055
CTI Value 5
CIT fif \Y% 0.1% NH,CL IEC 112 =600 175/600
Punching Temperature C A GB/T4722 40-70 40-70
WAL
Remarks: Typical values for reference only v MAUE HAES% Stand values according to JIS-C-6485 MHE S JIS-C-6485

A = Keep the specimen originally without any process PR JFUEE, ANE LT
C = Temperature and humidity conditioning 7F{F L {H I 1) 25 h A B

D = Immersing in distilled water with temperature control.

E = Temperature conditioning £ [H i i 25 <+ AL B
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Speciality Chart AR 451 &

Warpage of PCB during processing/FI il F 45 Ak

Moisture absorption

B L 25 B (Thickness 1.6mm single side)
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I Feeding 2.Heating at 130C 3..Etc'h1ng. . 0
sl for 90 sec Rinsing. Drying 24 48 7 9%
. 130°C F 490 %> | flixl, Féxﬁ'ﬁ BT Time/ I ] Che//s i)
4 Heating at 200°C 5 Punching at 50°C ?.Solderlng at 260
for 30 sec S0°C F L Cfor 5sec
200°C T Jin#h 30 #5 260°C 7 5 1
Punched hole shrinkage Dimensional change of punched PCB
fLE fLA i LG Z RS
—o—0.7mm f|,/Hole 1:%(’]
—&— Crosswise F i
—@—0.9mmi|,/Hol o R
. 0.25 i E; 0 —@— Lengthwise M 1]
E 0.20 %’3 -0.01 |
% £ o0 f ‘\
%‘f 015 T 003 | N\
i) oS
& SQ; 0.10 Z 2y -0.04 |
o 00s E7 005 |
S 000 = 006 |
30 40 50 60 70 'éf -0.07 ‘ ‘ ‘ ‘
Surface temperature/ & [ffj {52 (C) 30 40 >0 60 70
Surface temperature& [ 5
Purchasing Information KJ1i5 B\
Type Thickness | Copper Cladding Regular Size (mm) CTI Value
KA 5 97 )5 R CTI f
18um
KB-3151C 0.8mm ~ K 1020*1020mm (40"* 40")
35um 175/600V
FR-1 1.6mm 1020*1220mm (40"* 48")
70um

Note: 1) Other sheet size and thickness could be available upon request. FJHRHEE F ZER PG e RS RIS,
2) Speciality chart for reference only. DL IEIZR(N 5%,
3) Veersion updates without notice. FRASSE T AAN A T A,
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